
 

 

TECHNICAL DATA SHEET 

PVC Free strengthened paper coated with a high tack natural rubber adhesive with a white single sided PE liner.           

Blast Tape 330 is designed to protect stone, marble, metal and glass surfaces against the toughest sandblasting and shot 

blasting processes. The adhesive will create a strong anchor to the surface to allow for maximum abrasion resistance yet is 

removable without leaving any residue.  

Blast Tape 330 

PROPERTIES 

 Material: 

 Type:    Paper 

 Finish:   Matt 

 Colour:   Natural 

 Thickness:   330 µm 

  

 

 Adhesive: 

 Formulation:  Natural Rubber 

 Adhesion to Steel:  8 N/cm (AFERA 4001) 

  

 Liner: 

 Type:    One Sided PE coated paper 

 Thickness:   138 µm 

OTHER INFORMATION 

Processing: 

Always apply the film on to flat surfaces that are free of dirt and grease. We advise to check the compatibility between 
surface and adhesive before application  

Storage: 

Under normal conditions - ie: 50% relative humidity and room temperature of approx. 20°C this product in its original 
packaging can be stored for up to 6 months.  

Notes: 

We recommend that the customer test the suitability of the product for the required purposes under original conditions. 

The technical information given here is true to the best of our present knowledge. However, it shall not constitute a 
guarantee for any specific product feature and shall not establish a legally valid contractual relationship. 

Our product specifications are not to be understood as legally binding guarantees assuring specific characteristics. Any 
liabilities and guarantees, as well as claims for compensation beyond the value of the product itself are excluded. 

Doro Tape (UK) Ltd, New Mill, Farndon Road, Market Harborough, LE16 9NP 

Tel: 01858 431642   Email: sales@dorotape.co.uk 

Please contact us if you require any further information 
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