
 

 

TECHNICAL DATA SHEET 

A self-adhesive ferrous film (plain grey finish) for applying to displays or retail store walls making the area ready to accept 

printed magnetic promotions.  

FF600 Self-adhesive Ferrous Film 

PROPERTIES 

 

  

 Material: 

 Type:    Ferro Sheeting with solvent based  acrylic  pressure-sensitive adhesive 

 Thickness:   0.4mm (± 0.03mm) 

 Standard Width:  1000mm (± 3mm/-0) 

 Standard Length:  10m (+0.5mm/-0) 

 

  

 Properties:  

     Iron powder content: 85± wt% 

     CPE content: 10±  wt% 

     With UV back coating on one-side 

  

  

 Physical Properties: 

 Flexibility:   Can be wrapped around a rod with a 10mm radius at 20°C without cracking. 

 Specific Gravity:  4.0 to 4.5 g/cm³ 

 Cutting:   Scissor cutting, Knife cutting, die-cutting and also slitting can be done with ease. 

 

  

 Temperature Resistance: 

 End-use temperature range: -20°C / +50°C 

  

  

 Pressure Sensitive Adhesive: 

 Adhesive:    Consists of a thin tissue carrier coated on both sides with acrylic adhesive.  

     It offers high tack, peel and shear properties. 

 Characteristics:   High adhesion on most substrates but low adhesion on soft PVC substrates. 

 Resistance:   Resistant to water, detergents and alcohol. 

     Low resistance to plasticizers and low outdoor resistance. 

     Not recommended for use in contact with aliphatic or aromatic hydrocarbons. 
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TECHNICAL DATA SHEET 

FF600 Self-adhesive Ferrous Film 

 

  

 Adhesive Data     Value    Test Method 

 Initial Tack      ≥ 100    FTM 9 

  

 Peel 180° on stainless steel (N/25mm) 

  

 After 20 minutes     25    FTM 1 

  

 After 24 hours     28    FTM 1 

 

 Shear (hours) 

  

 500g—15mm x 15mm    ≥ 1    FTM 8 

 

 

OTHER INFORMATION 

Processing: 

Always apply the material on to flat surfaces that are free of dirt and grease. We advise to check the compatibility 
between surfaces before application. 

Storage: 

Under normal conditions - ie: 50% relative humidity and room temperature of approx. 20°C this product in its original 
packaging can be stored for up to 6 months.  

Notes: 

We recommend that the customer test the suitability of the product for the required purposes under original conditions. 

The technical information given here is true to the best of our present knowledge. However, it shall not constitute a 
guarantee for any specific product feature and shall not establish a legally valid contractual relationship. 

Our product specifications are not to be understood as legally binding guarantees assuring specific characteristics. Any 
liabilities and guarantees, as well as claims for compensation beyond the value of the product itself are excluded. 
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