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satin 3372, 190 g/m
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Universal, satin PE coated photo paper for poster and photo applications

This micro porous coated, satin photo paper with PE film on both sides, is suitable for

indoor posters and photo applications and offers outstanding value for money. The

coating is optimised for use with aqueous ink systems and enables quick drying. Prints

impress with high colour brill iance and a broad colour gamut. 

Advantages

Excel lent  co lour  reproduct ion

High resolut ion of  deta i ls  and excel lent  contour  def in i t ions

High ink absorpt ion capaci ty

FSC® cer t i f ied

General tips

To maintain quality, the paper should be stored and converted under the following

conditions of 30-65% relative humidity and at temperatures of 10-30 °C. Lamination

(hot/cold) is recommended to secure long-lasting unchanged image quality. Over time

unprotected dye colours will deteriorate through atmospheric processes (does not

appply to pigment colours).

Physical data

Name Value Norm

Weight [g/m²] 190 ISO 536

Opacity [%] >95 ISO 2471

Thickness (paper) [µm] 185 ISO 534

Chromaticity (D50/2°) a* M0 L* 94.0 a* 2.0 b* -7.0 ISO 13655, M0

Bending resistance MD [mN] 381 ISO 2493, 15°/50mm

Bending resistance CD [mN] 290 ISO 2493, 15°/50mm

Whiteness (TAPPI) [%] 92 TAPPI T 452 om-87

Technologies

Properties
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