
 

 

TECHNICAL DATA SHEET 

Sparkle Laminate turns the ordinary into the wonderful by adding a sparkling effect to any graphic. This eye-catching effect 

makes it perfect for window and in-store displays with that wintery festive feel as well as adding a tough scratch resistant 

protective layer. 

Sparkle Laminate 

PROPERTIES 

 Material: 

 Type:    PVC Calendared 

 Colour:   Clear  

 Thickness:   200µm  (without paper and adhesive, ISO 4593) 

 

 Adhesive: 

 Formulation:   Solvent polyacrylate, clear, permanent 

 Adhesive Power:  16 N / 25mm (FINAT TM 1) 

 

 Liner: 

 Release paper:  Single sided PE  

 Release paper weight: 120g 

  

 Weight:   360g/m² 

  

 Shelf Life /    18 months in original packaging. 18°C—25°C, 40—60% relative humidity 

 Storage Conditions:   

 

 Application Temperature: Min +10°C 

 

 Indoor Durability:   12 Months  

 

 Temperature Resistance:  -30°C—+60°C 

  

 Dimensional Stability:  Shrinkage ≤1.5mm (FINAT TM 14) 

 

 Tensile Strength:   along: 21.2 Mpa / across: 20.1 Mpa (DIN EN ISO 527) 

 

 Elongation at Break:  along: 275% / across: 292% (DIN EN ISO 527) 
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OTHER INFORMATION 

 

Processing: 

After printing, we recommend waiting at least 24 hours before applying laminates to ensure outgassing of any solvents. 

Always apply the material on to flat surfaces that are free of dirt and grease. We advise to check the compatibility 
between surface and adhesive before application. 

 

Storage: 

Under normal conditions - ie: 50% relative humidity and room temperature of approx. 20°C this product in its original 
packaging can be stored for up to 6 months—Unless specified.  

 

Notes: 

We recommend that the customer test the suitability of the product for the required purposes under original conditions. 

The technical information given here is true to the best of our present knowledge. However, it shall not constitute a 
guarantee for any specific product feature and shall not establish a legally valid contractual relationship. 

Our product specifications are not to be understood as legally binding guarantees assuring specific characteristics. Any 
liabilities and guarantees, as well as claims for compensation beyond the value of the product itself are excluded. 

Doro Tape (UK) Ltd, New Mill, Farndon Road, Market Harborough, LE16 9NP 

Tel: 01858 431642   Email: sales@dorotape.co.uk 

Please contact us if you require any further information 

DATED: MAY 2025 


