
 

 

TECHNICAL DATA SHEET 

This quick drying natural cotton / polyester fabric has a high linen weave and gives a high brilliance photo quality print. Ideal 

for art reproduction, it is tearproof and doesn’t fray around the edges and is compatible with latex inks as well as solvent 

and UV. Perfect for professional canvas prints as well as a textile wallpaper, displays, exhibition graphics, banners and 

theatrical decorations. 

Universal Canvas 

PROPERTIES 

 Material: 

 Type:    Cotton (60%) / Polyester (40%) Canvas 

 

 Weight:   330gsm 

 

 Thickness :   70 micron 

 

 Gloss level (60°):  1.9 

 

 Whiteness:   81% 

 

 Opacity:   95.9% 

 

 Ink Compatibility:  Eco Solvent, Solvent, Latex & UV 

 

 

 

OTHER INFORMATION 

 

Storage: 

Under normal conditions - ie: 50% relative humidity and room temperature of approx. 20°C this product in its original 
packaging can be stored for up to 6 months.  

Notes: 

We recommend that the customer test the suitability of the product for the required purposes under original conditions. 

The technical information given here is true to the best of our present knowledge. However, it shall not constitute a 
guarantee for any specific product feature and shall not establish a legally valid contractual relationship. 

Our product specifications are not to be understood as legally binding guarantees assuring specific characteristics. Any 
liabilities and guarantees, as well as claims for compensation beyond the value of the product itself are excluded. 

Doro Tape (UK) Ltd, New Mill, Farndon Road, Market Harborough, LE16 9NP 

Tel: 01858 431642   Email: sales@dorotape.co.uk 

Please contact us if you require any further information 
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